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CIMFR PESO

Flameproof Lighting & Switchgear Range

https://ideallighting.in/flameproof-led-lights/


CIMFR PESO

80W, 100W, 120W, 150W 

Flameproof Industrial Luminaires Range

FLP Flood Light

30W, 45W, 60W, 70W, 72W, 75W

80W, 90W, 100W, 120W, 150W

FLP Well Glass-New

30W, 45W, 60W, 70W, 72W, 75W

80W, 90W, 100W, 120W, 150W

FLP Well Glass-Traditional

30W, 45W, 60W

20W, 30W, 45W

60°
90°

120°

60°
90°

120°

60°
90°

120°

60°
90°

120°

https://ideallighting.in/flp-well-glass-ifw50/
https://ideallighting.in/flameproof-led-lights/flp-flood-lights/flp-flood-light-iff50/
https://ideallighting.in/flameproof-led-lights/flp-well-glass/flp-well-glass-ifw40/
https://ideallighting.in/flameproof-led-lights/flp-flood-lights/flp-flood-light-iff40/
https://ideallighting.in/flameproof-led-lights/flp-well-glass/flp-well-glass-ifw10/


CIMFR PESO

80W, 100W, 120W, 150W 

Flameproof Industrial Luminaires Range

FLP Street Light FLP Cleanroom FLP Cleanroom

30W, 45W, 60W

FLP Bulk Head 30W ~ 60W

20W, 30W, 40W, 45W

45W, 60W,

30W, 45W, 60W, 70W, 72W, 75W

80W, 90W, 100W, 120W, 150W

60°
90°

120°

60°
90°

120°

https://ideallighting.in/flameproof-led-lights/flp-clean-room-lights/flp-cleanroom-light-ifc10/
https://ideallighting.in/flameproof-led-lights/flp-clean-room-lights/flp-cleanroom-light-ifc30/
https://ideallighting.in/flameproof-led-lights/flp-bulk-head/flp-bulk-head-ifb30/
https://ideallighting.in/flp-street-light-ifs40/
https://ideallighting.in/flp-street-light-ifs50/
https://ideallighting.in/flameproof-led-lights/flp-clean-room-lights/flp-cleanroom-light-ifc40/
https://ideallighting.in/flameproof-led-lights/flp-clean-room-lights/flp-cleanroom-light-ifc40/
https://ideallighting.in/flameproof-led-lights/flp-clean-room-lights/flp-cleanroom-light-ifc40/


CIMFR PESO

80W, 100W, 120W, 150W 

Flameproof Industrial Switchgear Range

FLP RVL-Switch- 230V AC FLP RVL-Touch FLP Hand Lamp

15W, 20W

FLP Aviation Light 10W

15W, 20W

RVL Timer 15W – 230V ACRVL Switch 15W – 24V AC

15W, 20W

Coming Soon

Coming Soon

https://www.ideallighting.in/flameproof-rv-lamp-touch-230v-ac-ifr13-15w865touch230vac/pid-458732357
https://ideallighting.in/flameproof-led-lights/flp-aviation-light/
https://ideallighting.in/flameproof-led-lights/flp-hand-lamp/flp-hand-lamp-ifl10/


CIMFR PESO

80W, 100W, 120W, 150W 

Flameproof Industrial Luminaires Range

FLP Push Button Station FLP Rotary Switch Station FLP FA & Hooter

Junction Box

80, 100, 125mm, 4 way

FLP Switch Socket StationFLP Touch Switch Station

10A, 16A 2 Pole        20A,32A 4 Pole

10A-1No+1NC         10A-2NO+2NC 10A, 16A 2 Pole    20A,32A 4 Pole

16A, 20A 3 Pin                 32A 5 Pin

Coming Soon

https://ideallighting.in/flameproof-switchgear/flp-rotary-switch/
https://www.ideallighting.in/flameproof-switch-socket-ifj40-16a3pin2pole/pid-429435359
https://ideallighting.in/flameproof-switchgear/flp-junction-box/
https://ideallighting.in/flameproof-switchgear/flp-fire-alarm-switch/
https://ideallighting.in/flameproof-switchgear/flp-hooter/flameproof-hooter-ifj90/
https://ideallighting.in/flameproof-switchgear/flp-push-button/flp-push-button-ifj10/
https://ideallighting.in/flameproof-switchgear/flp-touch-switch/


Industrial

Features
• Fire & Ignition proof.

• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

66

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

COB,  Bridgelux / Citizen, SDCM <3

Standards Compliance
• IS/IEC  60079-1 : 2008 & 2014

• IS 15885 ( Part 2/Sec 13)

• EN 61000-3-2, Harmonics Current

• EN 61000-3-3, Voltage Fluctuations, Flicker

• EN 61000-4-5, Surge Immunity

• EN 61547, EMC

Flameproof  Well Glass

Ex d IIC T6 Gb

6500K (Other CCT on request) 

>70  

Diffused - Borosilicate Glass, Sec: Toughened Glass

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Non dimmable / 1-10V / DALI  

Applications
• Chemical, paint, fertilizer industries, 

• Oil & gas, refinery, petrochemicals,

• LPG bottling, pharmaceutical

• Steel, Cement industries, Mines

20W, 30W, 45W, 60W                                                                     Full Dome          Half Dome         Flat Glass                             

Applicable Use
• Zone 1 & Zone 2

• Gas group IIA, IIB, IIC, Temperature class T6

IFW10                                                        IFW10 IFW12           

https://ideallighting.in/flameproof-led-lights/flp-well-glass/flp-well-glass-ifw10/
https://ideallighting.in/flameproof-led-lights/flp-well-glass/flp-well-glass-ifw10/


Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IFW10-020CE765GDNXX 20 240V 2000 70 6500K Grey Diffused Non-Dim 6.8

IFW10-030CE765GDNXX 30 240V 3000 70 6500K Grey Diffused Non-Dim 6.8

IFW10-045CE765GDNXX 45 240V 4500 70 6500K Grey Diffused Non-Dim 6.8

IFW10-060CE765GDNXX 60 240V 6000 70 6500K Grey Diffused Non-Dim 6.8

IFW10-020CU765GDNXX 20 240V 2000 70 6500K Grey Diffused Non-Dim 6.8

IFW10-030CU765GDNXX 30 240V 3000 70 6500K Grey Diffused Non-Dim 6.8

IFW10-045CU765GDNXX 45 240V 4500 70 6500K Grey Diffused Non-Dim 6.8

IFW10-060CU765GDNXX 60 240V 6000 70 6500K Grey Diffused Non-Dim 6.8

Eye Bolt (Default)

M10 

Flameproof Well Glass – Full Dome IFW10

U Clamp Option

IFW10-045CE865GDNXX

Use U in place of E



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IFW12-020CE765GWNXX 20 240V 2000 70 6500K Grey 120° Non-Dim 6.8

IFW12-030CE765GWNXX 30 240V 3000 70 6500K Grey 120° Non-Dim 6.8

IFW12-045CE765GWNXX 45 240V 4500 70 6500K Grey 120° Non-Dim 6.8

IFW12-020CU765GWNXX 20 240V 2000 70 6500K Grey 120° Non-Dim 6.8

IFW12-030CU765GWNXX 30 240V 3000 70 6500K Grey 120° Non-Dim 6.8

IFW12-045CU765GWNXX 45 240V 4500 70 6500K Grey 120° Non-Dim 6.8

Flameproof Well Glass – Flat Glass IFW12

Eye Bolt (Default)

M10 

U Clamp Option

IFW12-045CE865GDNXX

Use U in place of E



Industrial

Features
• Fire & Ignition proof.

• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

66

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

COB,  Bridgelux / Citizen, SDCM <3

Standards Compliance
• IS/IEC  60079-1 : 2008 & 2014

• IS 15885 ( Part 2/Sec 13)

• EN 61000-3-2, Harmonics Current

• EN 61000-3-3, Voltage Fluctuations, Flicker

• EN 61000-4-5, Surge Immunity

• EN 61547, EMC

30W, 45W, 60W, 70W                      80W, 100W, 120W, 150W                                          

Flameproof Well Glass / High Bay 

Ex d nR IIC T6                      Ex d nR IIC T5

6500K (Other CCT on request) 

>70  

60°/90°/120° Borosilicate Glass LENS

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Non dimmable / 1-10V / DALI  

Applications
• Chemical, paint, fertilizer industries, 

• Oil & gas, refinery, petrochemicals,

• LPG bottling, pharmaceutical

• Steel, Cement industries, Mines

Applicable Use
• Zone 1 & Zone 2

• Gas group IIA, IIB, IIC, Temperature class T5 & T6

IFW40 / IFH40                               IFW50 / IFH50

https://www.ideallighting.in/flameproof-well-glass-ifw40-ifw41-30w865120/pid-429035193


Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IFW40-030CE765GMNXX 30 240V 3600 70 6500K Grey 60° Non-Dim 3.5

IFW40-030CE765GWNXX 30 240V 3600 70 6500K Grey 90° Non-Dim 3.5

IFW40-030CE765GENXX 30 240V 3600 70 6500K Grey 120° Non-Dim 3.5

IFW40-045CE765GMNXX 45 240V 5400 70 6500K Grey 60° Non-Dim 3.5

IFW40-045CE765GWNXX 45 240V 5400 70 6500K Grey 90° Non-Dim 3.5

IFW40-045CE765GENXX 45 240V 5400 70 6500K Grey 120° Non-Dim 3.5

IFW40-060CE765GMNXX 60 240V 7200 70 6500K Grey 60° Non-Dim 3.5

IFW40-060CE765GWNXX 60 240V 7200 70 6500K Grey 90° Non-Dim 3.5

IFW40-060CE765GENXX 60 240V 7200 70 6500K Grey 120° Non-Dim 3.5

IFW40-070CE765GMNXX 70 240V 8400 70 6500K Grey 60° Non-Dim 3.5

IFW40-070CE765GWNXX 70 240V 8400 70 6500K Grey 90° Non-Dim 3.5

IFW40-070CE765GENXX 70 240V 8400 70 6500K Grey 120° Non-Dim 3.5

Flameproof Well Glass / High Bay IFW40 / IFH40



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IFW50-080CE765GMNXX 80 240V 9600 70 6500K Grey 60° Non-Dim 6.3

IFW50-080CE765GWNXX 80 240V 9600 70 6500K Grey 90° Non-Dim 6.3

IFW50-080CE765GENXX 80 240V 9600 70 6500K Grey 120° Non-Dim 6.3

IFW50-100CE765GMNXX 100 240V 12000 70 6500K Grey 60° Non-Dim 6.3

IFW50-100CE765GWNXX 100 240V 12000 70 6500K Grey 90° Non-Dim 6.3

IFW50-100CE765GENXX 100 240V 12000 70 6500K Grey 120° Non-Dim 6.3

IFW50-120CE765GMNXX 120 240V 14400 70 6500K Grey 60° Non-Dim 6.3

IFW50-120CE765GWNXX 120 240V 14400 70 6500K Grey 90° Non-Dim 6.3

IFW50-120CE765GENXX 120 240V 14400 70 6500K Grey 120° Non-Dim 6.3

IFW50-150CE765GMNXX 150 240V 18000 70 6500K Grey 60° Non-Dim 6.3

IFW50-150CE765GWNXX 150 240V 18000 70 6500K Grey 90° Non-Dim 6.3

IFW50-150CE765GENXX 150 240V 18000 70 6500K Grey 120° Non-Dim 6.3

Flameproof Well Glass / High Bay IFW50 / IFH50



Industrial

Features
• Fire & Ignition proof.

• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

66

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

COB,  Bridgelux / Citizen, SDCM <3

Standards Compliance
• IS/IEC  60079-1 : 2008 & 2014

• IS 15885 ( Part 2/Sec 13)

• EN 61000-3-2, Harmonics Current

• EN 61000-3-3, Voltage Fluctuations, Flicker

• EN 61000-4-5, Surge Immunity

• EN 61547, EMC

Flameproof  Well Glass

Ex d IIC T6

6500K (Other CCT on request) 

>70  

Diffused - Borosilicate Glass, Sec: Toughened Glass

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Non dimmable / 1-10V / DALI  

15W, 20W, 30W, 45W,                                                               

Applications
• Chemical, paint, fertilizer industries, 

• Oil & gas, refinery, petrochemicals,

• LPG bottling, pharmaceutical

• Steel, Cement industries, Mines

Applicable Use
• Zone 1 & Zone 2

• Gas group IIA, IIB, IIC, Temperature class T6

IFW60                  



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IFW60-020CE865GDNXX 20 240V 2000 70 6500K Grey Diffused Non-Dim 6.8

IFW60-030CE865GDNXX 30 240V 3000 70 6500K Grey Diffused Non-Dim 6.8

IFW60-045CE865GDNXX 45 240V 4500 70 6500K Grey Diffused Non-Dim 6.8

IFW60-020CE865GDAXX 20 240V 2000 70 6500K Grey Diffused 1-10V 6.8

IFW60-030CE865GDAXX 30 240V 3000 70 6500K Grey Diffused 1-10V 6.8

IFW60-045CE865GDAXX 45 240V 4500 70 6500K Grey Diffused 1-10V 6.8

IFW60-020CE865GDDXX 20 240V 2000 70 6500K Grey Diffused DALI 6.8

IFW60-030CE865GDDXX 30 240V 3000 70 6500K Grey Diffused DALI 6.8

IFW60-045CE865GDDXX 45 240V 4500 70 6500K Grey Diffused DALI 6.8

Eye Bolt (Default)

M10 

Flameproof Well Glass – Full Dome IFW60



Industrial

Features
• Fire & Ignition proof.

• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

66

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

COB,  Bridgelux / Citizen, SDCM <3

Standards Compliance
• IS/IEC  60079-1 : 2008 & 2014

• IS 15885 ( Part 2/Sec 13)

• EN 61000-3-2, Harmonics Current

• EN 61000-3-3, Voltage Fluctuations, Flicker

• EN 61000-4-5, Surge Immunity

• EN 61547, EMC

30W, 45W, 60W, 70W                  80W, 100W, 120W, 150W                                          

Flameproof Flood Light

Ex d IIC T5

6500K (Other CCT on request) 

>70  

60°/90°/120° Borosilicate Glass LENS

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Non dimmable / 1-10V / DALI  

Applications
• Chemical, paint, fertilizer industries, 

• Oil & gas, refinery, petrochemicals,

• LPG bottling, pharmaceutical

• Steel, Cement industries, Mines

Applicable Use
• Zone 1 & Zone 2

• Gas group IIA, IIB, IIC, Temperature class T5 & T6

IFF40                                            IFF50                      

https://ideallighting.in/flameproof-led-lights/flp-flood-lights/flp-flood-light-iff50/


Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IFF40-030CU765GMNXX 30 240V 3600 70 6500K Grey 60° Non-Dim 3.5

IFF40-030CU765GWNXX 30 240V 3600 70 6500K Grey 90° Non-Dim 3.5

IFF40-030CU765GENXX 30 240V 3600 70 6500K Grey 120° Non-Dim 3.5

IFF40-045CU765GMNXX 45 240V 5400 70 6500K Grey 60° Non-Dim 3.5

IFF40-045CU765GWNXX 45 240V 5400 70 6500K Grey 90° Non-Dim 3.5

IFF40-045CU765GENXX 45 240V 5400 70 6500K Grey 120° Non-Dim 3.5

IFF40-060CU765GMNXX 60 240V 7200 70 6500K Grey 60° Non-Dim 3.5

IFF40-060CU765GWNXX 60 240V 7200 70 6500K Grey 90° Non-Dim 3.5

IFF40-060CU765GENXX 60 240V 7200 70 6500K Grey 120° Non-Dim 3.5

IFF40-070CU765GMNXX 70 240V 8400 70 6500K Grey 60° Non-Dim 3.5

IFF40-070CU765GWNXX 70 240V 8400 70 6500K Grey 90° Non-Dim 3.5

IFF40-070CU765GENXX 70 240V 8400 70 6500K Grey 120° Non-Dim 3.5

Flameproof Flood Light IFF40



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IFF50-080CU765GMNXX 80 240V 9600 70 6500K Grey 60° Non-Dim 6.3

IFF50-080CU765GWNXX 80 240V 9600 70 6500K Grey 90° Non-Dim 6.3

IFF50-080CU765GENXX 80 240V 9600 70 6500K Grey 120° Non-Dim 6.3

IFF50-100CU765GMNXX 100 240V 12000 70 6500K Grey 60° Non-Dim 6.3

IFF50-100CU765GWNXX 100 240V 12000 70 6500K Grey 90° Non-Dim 6.3

IFF50-100CU765GENXX 100 240V 12000 70 6500K Grey 120° Non-Dim 6.3

IFF50-120CU765GMNXX 120 240V 14400 70 6500K Grey 60° Non-Dim 6.3

IFF50-120CU765GWNXX 120 240V 14400 70 6500K Grey 90° Non-Dim 6.3

IFF50-120CU765GENXX 120 240V 14400 70 6500K Grey 120° Non-Dim 6.3

IFF50-150CU765GMNXX 150 240V 18000 70 6500K Grey 60° Non-Dim 6.3

IFF50-150CU765GWNXX 150 240V 18000 70 6500K Grey 90° Non-Dim 6.3

IFF50-150CU765GENXX 150 240V 18000 70 6500K Grey 120° Non-Dim 6.3

Flameproof Flood Light IFF50



Industrial

Features
• Fire & Ignition proof.

• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

66

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

COB,  Bridgelux / Citizen, SDCM <3

Standards Compliance
• IS/IEC  60079-1 : 2008 & 2014

• IS 15885 ( Part 2/Sec 13)

• EN 61000-3-2, Harmonics Current

• EN 61000-3-3, Voltage Fluctuations, Flicker

• EN 61000-4-5, Surge Immunity

• EN 61547, EMC

Applications
• Hospitals, 

• Food processing Industry 

• Pharmaceutical Industry,

6500K (Other CCT on request) 

>70  

120° Borosilicate Glass LENS Sec: Toughened Glass

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Non dimmable / 1-10V / DALI  

20W, 30W, 40W, 45W                45W, 60W                                  30W / 45W / 60W / 70W                                   

Flameproof Clean Room / Canopy Light

Ex d IIC T6

Applicable Use
• Zone 1 & Zone 2

• Gas group IIA, IIB, IIC, Temperature class T6

IFC10                                       IFC30                                     IFC40                             IFC41 IFC42



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IFC10-020CU765GENXX 20 240V 2000 70 6500K Grey 120° Non-Dim 4.2

IFC10-030CU765GENXX 30 240V 3000 70 6500K Grey 120° Non-Dim 4.2

IFC10-040CU765GENXX 40 240V 4000 70 6500K Grey 120° Non-Dim 4.2

IFC10-045CU765GENXX 45 240V 4500 70 6500K Grey 120° Non-Dim 4.2

Flameproof Clean Room / Canopy Light IFC10



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IFC30-045CU765GENXX 45 240V 4500 70 6500K Grey 120° Non-Dim 12.5

IFC30-060CU765GENXX 60 240V 6000 70 6500K Grey 120° Non-Dim 12.5

Flameproof Clean Room / Canopy Light IFC30



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IFC40-030CR765GENXX 30 240V 3000 70 6500K Grey 120° Non-Dim 5.0

IFC40-045CR765GENXX 45 240V 6000 70 6500K Grey 120° Non-Dim 5.0

IFC40-060CR765GENXX 60 240V 6000 70 6500K Grey 120° Non-Dim 5.0

Flameproof Clean Room / Canopy Light IFC40

SS Frame



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IFC41-045CR765GENXX 45 240V 4500 70 6500K Grey 120° Non-Dim 5.0

IFC41-060CR765GENXX 60 240V 6000 70 6500K Grey 120° Non-Dim 5.0

IFC41-070CR765GENXX 70 240V 7200 70 6500K Grey 120° Non-Dim 5.0

Flameproof Clean Room / Canopy Light IFC41

SS Frame



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IFC42-045CR765GENXX 45 240V 4500 70 6500K Grey 120° Non-Dim 5.0

IFC42-060CR765GENXX 60 240V 6000 70 6500K Grey 120° Non-Dim 5.0

IFC42-070CR765GENXX 70 240V 7200 70 6500K Grey 120° Non-Dim 5.0

Flameproof Clean Room / Canopy Light IFC42

MS Frame Powder Coated



Industrial

Features
• Fire & Ignition proof.

• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

66

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

COB,  Bridgelux / Citizen, SDCM <3

Standards Compliance
• IS/IEC  60079-1 : 2008 & 2014

• IS 15885 ( Part 2/Sec 13)

• EN 61000-3-2, Harmonics Current

• EN 61000-3-3, Voltage Fluctuations, Flicker

• EN 61000-4-5, Surge Immunity

• EN 61547, EMC

6500K (Other CCT on request) 

>70  

120° x 60° Borosilicate Glass Lens

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Non dimmable/1-10V/DALI 

30W, 45W, 60W, 70W                                80W, 100W, 120W, 150W                                          

Flameproof Street Light

Ex d IIC T5

Applications
• Chemical, paint, fertilizer industries, 

• Oil & gas, refinery, petrochemicals,

• LPG bottling, pharmaceutical

• Steel, Cement industries, Mines

Applicable Use
• Zone 1 & Zone 2

• Gas group IIA, IIB, IIC, Temperature class T5 & T6

IFS40                                         IFS50                                           

https://ideallighting.in/flp-street-light-ifs40/
https://ideallighting.in/flp-street-light-ifs50/


Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IFS40-030CP765GONXX 30 240V 3600 70 6500K Grey 120°x60° Non-Dim 4.0

IFS40-045CP765GONXX 45 240V 5400 70 6500K Grey 120°x60° Non-Dim 4.0

IFS40-060CP765GONXX 60 240V 7200 70 6500K Grey 120°x60° Non-Dim 4.0

IFS40-070CP765GONXX 70 240V 8400 70 6500K Grey 120°x60° Non-Dim 4.0

Flameproof Street Light

Pipe 40mm Dia-meter

IFS40



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IFS50-080CP765GENXX 80 240V 9600 70 6500K Grey 120° Non-Dim 7.0

IFS50-100CP765GENXX 100 240V 12000 70 6500K Grey 120° Non-Dim 7.0

IFS50-120CP765GENXX 120 240V 14400 70 6500K Grey 120° Non-Dim 7.0

IFS50-150CP765GENXX 150 240V 18000 70 6500K Grey 120° Non-Dim 7.0

Flameproof Street Light IFS50

Pipe 40mm Dia-meter



Industrial

Features
• Fire & Ignition proof.

• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

66

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

COB,  Bridgelux / Citizen, SDCM <3

Standards Compliance
• IS/IEC  60079-1 : 2008 & 2014

• IS 15885 ( Part 2/Sec 13)

• EN 61000-3-2, Harmonics Current

• EN 61000-3-3, Voltage Fluctuations, Flicker

• EN 61000-4-5, Surge Immunity

• EN 61547, EMC

6500K (Other CCT on request) 

>70  

120° Borosilicate Glass LENS Sec: Toughened Glass

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Non dimmable / 1-10V / DALI  

20W, 30W, 40W, 45W         20W, 30W, 40W, 45W                                                          

Flameproof Bulk Head Light

Ex d IIC T6

Applications
• Chemical, paint, fertilizer industries, 

• Oil & gas, refinery, petrochemicals,

• LPG bottling, pharmaceutical

• Steel, Cement industries, Mines

Applicable Use
• Zone 1 & Zone 2

• Gas group IIA, IIB, IIC, Temperature class T6

IFB10                                          IFB30



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IFB10-020CU765GENXX 20 240V 2000 70 6500K Grey 120° Non-Dim 4.0

IFB10-030CU765GENXX 30 240V 3000 70 6500K Grey 120° Non-Dim 4.0

IFB10-040CU765GENXX 40 240V 4000 70 6500K Grey 120° Non-Dim 4.0

IFB10-045CU765GENXX 45 240V 4500 70 6500K Grey 120° Non-Dim 4.0

Flameproof Bulk Head Light IFB10



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IFB30-045CU765GENXX 45 240V 4500 70 6500K Grey 120° Non-Dim 12.2

IFB30-060CU765GENXX 60 240V 6000 70 6500K Grey 120° Non-Dim 12.2

Flameproof Bulk Head Light IFB30



Industrial

Features
• Fire & Ignition proof.

• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

66

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

COB,  Bridgelux / Citizen, SDCM <3

Standards Compliance
• IS/IEC  60079-1 : 2008 & 2014

• IS 15885 ( Part 2/Sec 13)

• EN 61000-3-2, Harmonics Current

• EN 61000-3-3, Voltage Fluctuations, Flicker

• EN 61000-4-5, Surge Immunity

• EN 61547, EMC

6500K (Other CCT on request) 

>70  

Primary: Borosilicate Glass Diffuser, Secondary: Toughened Glass

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Non dimmable  

15W, 20W, Switch                   Timer                 24V DC                             

Flameproof RV Lamp

Ex d IIC T6

Applications
• Chemical, paint, fertilizer industries, 

• Oil & gas, refinery, petrochemicals,

• LPG bottling, pharmaceutical

• Steel, Cement industries, Mines

Applicable Use
• Zone 1 & Zone 2

• Gas group IIA, IIB, IIC, Temperature class T6

IFR10 Rotary Switch / IFR11 Timer / IFR12 24V AC                    IFR13  Touch On/Off
Coming Soon



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

Flameproof RV Lamp – Rotary Switch – 240V AC

IFR10-015CS765GMNXX 15 240V 1200 70 6500K Grey 70° Non-Dim 3.0

IFR10-020CS765GMNXX 20 240V 1600 70 6500K Grey 70° Non-Dim 3.0

IFR10



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

Flameproof  RV Lamp – Timer – 230V AC

IFR11-015CS765GMNXX 15 240V 1200 70 6500K Grey 70° Non-Dim 3.0

IFR11-020CS765GMNXX 20 240V 1600 70 6500K Grey 70° Non-Dim 3.0

IFR11
Coming Soon



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

Flameproof RV Lamp – 24V AC

IFR12-015CS765GMNXX 15 24V DC 1200 70 6500K Grey 70° Non-Dim 3.0

IFR12-020CS765GMNXX 20 24V DC 1600 70 6500K Grey 70° Non-Dim 3.0

IFR12



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

Flameproof RVL – Touch On/Off – 230V AC

IFR13-015CS765GMNXX 15 24V DC 1200 70 6500K Grey 70° Non-Dim 3.0

IFR13-020CS765GMNXX 20 24V DC 1600 70 6500K Grey 70° Non-Dim 3.0

IFR13

Coming Soon



Industrial

Features
• Fire & Ignition proof.

• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

66

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

COB,  Bridgelux / Citizen, SDCM <3

Standards Compliance
• IS/IEC  60079-1 : 2008 & 2014

• IS 15885 ( Part 2/Sec 13)

• EN 61000-3-2, Harmonics Current

• EN 61000-3-3, Voltage Fluctuations, Flicker

• EN 61000-4-5, Surge Immunity

• EN 61547, EMC

6500K (Other CCT on request) 

>70  

Primary: Borosilicate Glass Diffuser, Secondary: Toughened Glass

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Non dimmable  

15W, 20W, Regular                   24V DC        

Flameproof Hand Lamp

Ex d IIC T6

Applications
• Chemical, paint, fertilizer industries, 

• Oil & gas, refinery, petrochemicals,

• LPG bottling, pharmaceutical

• Steel, Cement industries, Mines

Applicable Use
• Zone 1 & Zone 2

• Gas group IIA, IIB, IIC, Temperature class T6

IFL10-230V AC                    IFL11-24V AC



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

Flameproof Hand Lamp 

IFL10-015CU765GDNXX 15 240V 1200 70 6500K Grey Diffused Non-Dim 3.0

IFL10-020CU765GDNXX 20 240V 1600 70 6500K Grey Diffused Non-Dim 3.0

IFL10



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

Flameproof Hand Lamp – 24V AC

IFL11-015CU765GMNXX 15 24V AC 1200 70 6500K Grey 70° Non-Dim 3.0

IFL11-020CU765GMNXX 20 24V AC 1600 70 6500K Grey 70° Non-Dim 3.0

IFL11



Industrial

Options

IK

07

IP

66

Features
• Fire & Ignition proof.

• AL die-cast LM-6 housing.

• Two earthing for better safety-internal & external.

• Neoprene gasket for trouble free long life.

• External hardware made of SS.
• High rating contacts 10A, 24/240/415 V AC/DC

• Highly reliable professional design.

Canopy – Light Grey 631 epoxy paint ( GI/MS/FPR)

Cable Gland – M20 or ½” NPT (Brass/AL/SS304/SS316)

Stopper plug – M20 or ½” NPT (Brass/AL/SS304/SS316)

Start Push Button – KEY operated 

Hood Cable Gland – PVC, Black Color

Feed terminal – DIN rail – Screw Type 2.4/4/6 sq mm

Packing – Wooden 

IFJ10

Flameproof Push Button Station

Ex d IIC T6 Gb  Ex- tb IIIC Db 

• Start 1NO Element, Stop – 1 NC 

• Start button Green-shrouded type with SS spring

• Stop button Red-mushroom head with SS spring

• 4 way terminal block installed inside as standard option

• Wall or structure mountable

• Finish – Epoxy Powder Coated  

• Internal Wiring – PVC wiring with interwell brass bush

Applications
• Chemical, paint, fertilizer industries, 

• Oil & gas, refinery, petrochemicals,

• LPG bottling, pharmaceutical

• Steel, Cement industries, Mines

Standards Compliance
• IS/IEC  60079-1 : 2014

Applicable Use
• Zone 1 & Zone 2

• Gas group IIA, IIB, IIC, IIIC, Temperature class T6



Industrial

Options

IK

07

IP

66

Features
• Fire & Ignition proof.

• AL die-cast LM-6 housing.

• Two earthing for better safety-internal & external.

• Neoprene gasket for trouble free long life.

• External hardware made of SS.
• High rating contacts 32A, 24/240/415 V AC/DC

• Highly reliable professional design.

Canopy – Light Grey 631 epoxy paint ( GI/MS/FPR)

Cable Gland – M20 or ½” NPT (Brass/AL/SS304/SS316)

Stopper plug – M20 or ½” NPT (Brass/AL/SS304/SS316)

Hood Cable Gland – PVC, Black Color

Feed terminal – DIN rail – Screw Type 2.4/4/6 sq mm

Packing – Wooden 

IFJ20

Flameproof Touch Button Station

Ex d IIC T6 Gb  Ex- tb IIIC Db 

• Toughened Glass Touch Screen Start & Stop Button 

• 1 NO + 1 NC contact element electronic circuit type

• Electronic Circuit Step down supply 230VAC /24V DC

• Wall or structure mountable

• Finish – Epoxy powder coated 

• Internal Wiring – PVC wiring with interwell brass bush

Applications
• Chemical, paint, fertilizer industries, 

• Oil & gas, refinery, petrochemicals,

• LPG bottling, pharmaceutical

• Steel, Cement industries, Mines

Standards Compliance
• IS/IEC  60079-1 : 2014

Applicable Use
• Zone 1 & Zone 2

• Gas group IIA, IIB, IIC, IIIC, Temperature class T6

https://ideallighting.in/flameproof-switchgear/flp-touch-switch/


Industrial

Options

IK

07

IP

66

Features
• Fire & Ignition proof.

• AL die-cast LM-6 housing.

• Two earthing for better safety-internal & external.

• Neoprene gasket for trouble free long life.

• External hardware made of SS.
• High rating contacts 32A, 24/240/415 V AC/DC

• Highly reliable professional design.

Canopy – Light Grey 631 epoxy paint ( GI/MS/FPR)

Cable Gland – M20 or ½” NPT (Brass/AL/SS304/SS316)

Stopper plug – M20 or ½” NPT (Brass/AL/SS304/SS316)

Hood Cable Gland – PVC, Black Color

Feed terminal – DIN rail – Screw Type 2.4/4/6 sq mm

Packing – Wooden 

IFJ30

Flameproof Rotary Switch Station

Ex d IIC T6 Gb  Ex- tb IIIC Db 

• ON / OFF Rotary Switch

• 10 /16 /25 /32 Amps , 24V to 240V AC/DC,50/60 Hz

• 4 way terminal block installed inside

• Wall or structure mountable

• Finish – Epoxy Powder Coated  

• Internal Wiring – PVC Wiring with Interwell brass bush

Applications
• Chemical, paint, fertilizer industries, 

• Oil & gas, refinery, petrochemicals,

• LPG bottling, pharmaceutical

• Steel, Cement industries, Mines

Standards Compliance
• IS/IEC  60079-1 : 2014

Applicable Use
• Zone 1 & Zone 2

• Gas group IIA, IIB, IIC, IIIC, Temperature class T6



Industrial

Options

IK

07

IP

66

Features
• Fire & Ignition proof.

• AL die-cast LM-6 housing.

• Two earthing for better safety-internal & external.

• Neoprene gasket for trouble free long life.

• External hardware made of SS.
• High rating contacts 16A & 32A, 24/240/415 V AC/DC

• Highly reliable professional design.

IFJ40

Flameproof & Explosionproof Switch Socket + Plug

Ex d IIC T6 Gb  Ex- tb IIIC Db 

• Switch Socket with plug 3/5 pin.

• 16A (P +N+E) 24V  to 240V AC/DC  50/60Hz

• 25A (P+N +E) 24V to 415V AC/DC  50/60Hz

• 32A (3P+N +E) 24V  to 415V AC/DC  50/60 Hz

• 4 way terminal block installed inside

• Wall or structure mountable

• Finish – Epoxy powder Coated   

• Internal Wiring – PVC wiring with brass Interwell bush

Canopy – Light Grey 631 epoxy paint ( GI/MS/FPR)

Cable Gland – M20 or ½” NPT (Brass/AL/SS304/SS316)

Stopper plug – M20 or ½” NPT (Brass/AL/SS304/SS316)

Hood Cable Gland – PVC, Black Color

Feed terminal – DIN rail – Screw Type 2.4/4/6 sq mm

Packing – Wooden 

Applications
• Chemical, paint, fertilizer industries, 

• Oil & gas, refinery, petrochemicals,

• LPG bottling, pharmaceutical

• Steel, Cement industries, Mines

Standards Compliance
• IS/IEC  60079-1 : 2014

Applicable Use
• Zone 1 & Zone 2

• Gas group IIA, IIB, IIC, IIIC Temperature class T6



Industrial

Options

IK

07

IP

66

Features
• Fire & Ignition proof.

• AL die-cast LM-6 housing.

• Two earthing for better safety-internal & external.

• Neoprene gasket for trouble free long life.

• External hardware made of SS.

• Highly reliable professional design.

IFJ80                                             IFJ90

Flameproof & Explosionproof Emergency Products

Ex-d IIC T6 Gb  Ex- tb IIIC Db 
Fire Alarm 
• 10A 24/240/415 V AC/DC 50/60 Hz

• 1NO + 1 NC Contact Element

• 4 way terminal block installed inside.

Hooter
• 50 to  200 Db , 24/240 V AC or 12V/220 V DC

• 4 way terminal block installed inside 

• Wall or structure mountable

• Finish – powder coating – Grey ( options available)  

• Internal Wiring – PVC wiring with interwall brass bush

Canopy – Light Grey 631 epoxy paint ( GI/MS/FPR)

Cable Gland – M20 or ½” NPT (Brass/AL/SS304/SS316)

Stopper plug – M20 or ½” NPT (Brass/AL/SS304/SS316)

Hood Cable Gland – PVC, Black Color

Feed terminal – DIN rail – Screw Type 2.4/4/6 sq mm

Packing – Wooden 

Applications
• Chemical, paint, fertilizer industries, 

• Oil & gas, refinery, petrochemicals,

• LPG bottling, pharmaceutical

• Steel, Cement industries, Mines

Standards Compliance
• IS/IEC  60079-1 : 2014

Applicable Use
• Zone 1 & Zone 2

• Gas group IIA, IIB IIC, IIIC Temperature class T6

https://ideallighting.in/flameproof-switchgear/flp-hooter/flameproof-hooter-ifj90/


Industrial

Options

IK

07

IP

66

Features
• Fire & Ignition proof.

• AL die-cast LM-6 housing.

• Two earthing for better safety-internal & external.

• Neoprene gasket for trouble long life.

• External hardware made of SS.
• High rating contacts 10A, 415 V AC

• Highly reliable professional design.

IFJ50 ( Φ78mm)                   IFJ60  (Φ100mm)                  IFJ70 (Φ125mm)

Flameproof & Explosionproof Junction Box

Ex-d IIA/ IIB &  IIC T6 Gb  Ex- tb IIIC Db 

• 4 way terminal block installed inside

• 32A /50A/100 A ,24 to 415 V AC/DC 50/60 Hz

• Wall or structure mountable

• Finish – Epoxy powder coated   

• Cable Entries : M20 X 4 Nos.

Canopy – Light Grey 631 epoxy paint ( GI/MS/FPR)

Cable Gland – M20 or ½” NPT (Brass/AL/SS304/SS316)

Stopper plug – M20 or ½” NPT (Brass/AL/SS304/SS316)

Hood Cable Gland – PVC, Black Color

Feed terminal – DIN rail – Screw Type 2.4/4/6 sq mm

Packing – Wooden 

Applications
• Chemical, paint, fertilizer industries, 

• Oil & gas, refinery, petrochemicals,

• LPG bottling, pharmaceutical

• Steel, Cement industries, Mines

Standards Compliance
• IS/IEC  60079-1 : 2014

Applicable Use
• Zone 1 & Zone 2

• Gas group IIA, IIB, Temperature class T6

https://www.ideallighting.in/flameproof-junction-box-100mmm204/pid-429776330
https://www.ideallighting.in/flameproof-junction-box-100mmm204/pid-429776330
https://www.ideallighting.in/flameproof-junction-box-100mmm204/pid-429776330


SMD RangeIK

07

IP

65

COB Range
IK

07

IP

65

Weatherproof Industrial & Outdoor Range – BIS approved



High Bay Range – SMD & COB

WP High Bay – COB               60°/ 90°/120°

WP High Bay – SMD       60°/ 90°

IK

07

IP

65

80W                        100W                    80W / 100W /120W       150W / 180W /200W

45/60W                  80/90/100W               120/150/180W                          200/220W

IWH50                             IWH50 IWH60                            IWH70                       

IWH10                            IWH20                            IWH30                                            IWH40

https://ideallighting.in/industrial-outdoor/high-bay-family/smd-high-bay-iwh50/
https://ideallighting.in/industrial-outdoor/high-bay-family/cob-high-bay-iwh10/
https://ideallighting.in/industrial-outdoor/high-bay-family/cob-high-bay-iwh20/
https://ideallighting.in/industrial-outdoor/high-bay-family/cob-high-bay-iwh30/
https://ideallighting.in/industrial-outdoor/high-bay-family/cob-high-bay-iwh40/
https://ideallighting.in/industrial-outdoor/high-bay-family/smd-high-bay-iwh60/
https://ideallighting.in/industrial-outdoor/high-bay-family/smd-high-bay-iwh70/


IP65 Flood Light / High Mast Light – COB                60° / 90°/ 120°

IP65 Flood Light / High Mast / Sports Light– SMD                30° / 40°/ 60° / 90°

IK

07

IP

65

45W/60W   70W~100W  120W ~ 250W  300/350/400W     500W   750W          1000W

45/60/80/100/120W   140/150/160W     180/200/220W      250W                300/350/400W

Flood Light Range – SMD & COB

IWF 50    IFW51        IWF61               IWF70                  IWF80             IWF80 IWF80

IWH10                      IWF21                      IWF22                  IWF23                  IWF30

https://ideallighting.in/industrial-outdoor/flood-light-family/smd-flood-light-iwf61/
https://ideallighting.in/industrial-outdoor/high-mast-family/smd-high-mast-iwf70/
https://ideallighting.in/industrial-outdoor/sports-stadium-light/
https://ideallighting.in/industrial-outdoor/high-mast-family/cob-high-mast-iwf30/
https://ideallighting.in/industrial-outdoor/flood-light-family/cob-flood-light-iwf21/
https://ideallighting.in/industrial-outdoor/flood-light-family/cob-flood-light-iwf22/
https://ideallighting.in/industrial-outdoor/flood-light-family/cob-flood-light-iwf23/
https://ideallighting.in/industrial-outdoor/flood-light-family/cob-flood-light-iwf10/
https://ideallighting.in/industrial-outdoor/sports-stadium-light/
https://ideallighting.in/industrial-outdoor/sports-stadium-light/
https://ideallighting.in/industrial-outdoor/flood-light-family/smd-flood-light-iwf50/
https://ideallighting.in/industrial-outdoor/flood-light-family/smd-flood-light-iwf51/


IP65 Street Lights – COB                120 ° x 60°

IP65 Street Lights – SMD                140° x 60°

IK

07

IP

65

24/30/40/45/50W          60/80/90W,              100/120/150/180W                 240/250W 

60W                   80/90/100/120W                 150W,              180/200W

Street Light Range – SMD & COB

IWS60                             IWS70                                 IWH71                                   IWH72

IWS11                                IWS12                             IWS20                                   IWS21

https://ideallighting.in/industrial-outdoor/street-light-family/smd-street-light-iws72/
https://ideallighting.in/industrial-outdoor/street-light-family/smd-street-light-iws71/
https://ideallighting.in/industrial-outdoor/street-light-family/smd-street-light-iws70/
https://ideallighting.in/industrial-outdoor/street-light-family/smd-street-light-iws60/
https://ideallighting.in/industrial-outdoor/street-light-family/cob-street-light-iws11/
https://ideallighting.in/industrial-outdoor/street-light-family/cob-street-light-iws12/


IP65 Well Glass Lights – COB                Diffused

IP65 Well Glass Lights – SMD                Diffused                           Hand Lamp                  Bulk Head

IK

07

IP

65

30/40/45W               60/70W             30/40/45W           15/30W                   10W          10W

Well Glass Light Range – SMD & COB

30/40/45W             30/40/45W               60W

IWW60                         IWW70                IWW80                   IWH10         IWB10        IWB20

IWW10                       IWW12                  IWW20

https://ideallighting.in/industrial-outdoor/well-glass-family/smd-well-glass-iww60/
https://ideallighting.in/industrial-outdoor/well-glass-family/smd-well-glass-iww70/
https://ideallighting.in/industrial-outdoor/well-glass-family/smd-well-glass-iww80/
https://ideallighting.in/industrial-outdoor/hand-lamp-family/smd-hand-lamp-iwt10/
https://ideallighting.in/industrial-outdoor/bulk-head-family/smd-bulk-head-ifb20/
https://ideallighting.in/industrial-outdoor/bulk-head-family/smd-bulk-head-ifb10/


SMD Range

Weatherproof Industrial Luminaires

IK

07

IP

65



Industrial

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

SMD, Lumiled / Osram / Bridgelux, SDCM <3

Features
• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

65

Standards Compliance
• IS 10322

• IS 15885 ( Part 2/Sec 13)

• EN 61000-3-2, Harmonics Current

• EN 61000-3-3, Voltage Fluctuations, Flicker

• EN 61000-4-5, Surge Immunity

• EN 61547, EMC

Weatherproof High Bay Light – SMD- ECO

6500K / 5700K / 5000K / 3000K ( Default – 5700K)

>70  

60° / 90° PC Lens 

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Non dimmable / 1-10V / DALI 

80W,                                               100W                  

Applications
• Industry, Ware-house, 

• Airport, Shopping Mall, Parking Lot,

• Sports Hall, 

IWH50                                             IWH51



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWH50-080SE757GMNXX 80 240V 9600 70 5700K Grey 60° Non-Dim 3.0

IWH50-080SE757GWNXX 80 240V 9600 70 5700K Grey 90° Non-Dim 3.0

Weatherproof High Bay    80W, IWH60

Eye Bolt (Default)

M10 

2
4

3

195



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

Weatherproof High Bay-SMD-ECO    100W

IWH51-100SE757GMNXX 100 240V 12000 70 5700K Grey 60° Non-Dim 3.5

IWH70-140SE757GWNXX 100 240V 12000 70 5700K Grey 90° Non-Dim 3.5

IWH51

Eye Bolt (Default)

M10 



Industrial

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

SMD, Lumiled / Osram / Bridgelux, SDCM <3

Features
• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

65

Standards Compliance
• IS 10322

• IS 15885 ( Part 2/Sec 13)

• EN 61000-3-2, Harmonics Current

• EN 61000-3-3, Voltage Fluctuations, Flicker

• EN 61000-4-5, Surge Immunity

• EN 61547, EMC

Weatherproof High Bay Light – SMD- UFO

6500K / 5700K / 5000K / 3000K ( Default – 5700K)

>70  

60° / 90° PC Lens + Toughened Glass 

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Non dimmable / 1-10V / DALI 

80W, 100W, 120W              140W, 150W, 160W 180W, 200W                  

Applications
• Industry, Ware-house, 

• Airport, Shopping Mall, Parking Lot,

• Sports Hall, 

IWH60                                             IWH70



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWH60-080SE757GMNXX 80 240V 10400 70 5700K Grey 60° Non-Dim 3.0

IWH60-080SE757GWNXX 80 240V 10400 70 5700K Grey 90° Non-Dim 3.0

IWH60-100SE757GMNXX 100 240V 13000 70 5700K Grey 60° Non-Dim 3.0

IWH60-100SE757GWNXX 100 240V 13000 70 5700K Grey 90° Non-Dim 3.0

IWH60-120SE757GMNXX 120 240V 15600 70 5700K Grey 60° Non-Dim 3.0

IWH60-1200SE757GWNXX 120 240V 15600 70 5700K Grey 90° Non-Dim 3.0

Weatherproof High Bay    80W, IWH60

Eye Bolt (Default)

M10 



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

Weatherproof High Bay    140W, 150W, 160W

IWH70-140SE757GMNXX 140 240V 18200 70 5700K Grey 60° Non-Dim 3.7

IWH70-140SE757GWNXX 140 240V 18200 70 5700K Grey 90° Non-Dim 3.7

IWH70-150SE757GMNXX 150 240V 19500 70 5700K Grey 60° Non-Dim 3.7

IWH70-150SE757GWNXX 150 240V 19500 70 5700K Grey 90° Non-Dim 3.7

IWH70-160SE757GMNXX 160 240V 20800 70 5700K Grey 60° Non-Dim 3.7

IWH70-160SE757GWNXX 160 240V 20800 70 5700K Grey 90° Non-Dim 3.7

IWH70-180SE757GMNXX 180 240V 23400 70 5700K Grey 60° Non-Dim 4.7

IWH70-180SE757GWNXX 180 240V 23400 70 5700K Grey 90° Non-Dim 4.7

IWH70-200SE757GMNXX 200 240V 26000 70 5700K Grey 60° Non-Dim 4.7

IWH70-200SE757GWNXX 200 240V 26000 70 5700K Grey 90° Non-Dim 4.7

IWH70

Eye Bolt (Default)

M10 



Industrial

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

SMD, Lumiled / Osram / Bridgelux, SDCM <3

Features
• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

65

Standards Compliance
• IS 10322

• IS 15885 ( Part 2/Sec 13)

• EN 61000-3-2, Harmonics Current

• EN 61000-3-3, Voltage Fluctuations, Flicker

• EN 61000-4-5, Surge Immunity

• EN 61547, EMC

Weatherproof Flood Light / High Mast / Satdium- SMD

Applications
• Industry, Ware-house, 

• Airport, Shopping Mall, Parking Lot,

• Sports Hall, 

6500K / /5700K / 5000K / 3000K ( Default – 5700K)

>70  

30° / 40° / 60° / 90° PC Lens + Toughened Glass 

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Non dimmable 

45/60/70/80W   120/150/180/200/250W   300W, 350W,400W  500W     750W,       1000W                          

IWF50                 IWF61                         IWF70                                           IFW80                    

https://ideallighting.in/industrial-outdoor/sports-stadium-light/
https://ideallighting.in/industrial-outdoor/sports-stadium-light/
https://ideallighting.in/industrial-outdoor/sports-stadium-light/


Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWF50-045SU757BWNXX 45 240V 4950 70 5700K Black 60° Non-Dim 1.5

IWF50-0450SU757BENXX 45 240V 4950 70 5700K Black 90° Non-Dim 1.5

IWF50-060SU757BWNXX 60 240V 6600 70 5700K Black 60° Non-Dim 1.5

IWF50-060SU757BENXX 60 240V 6600 70 5700K Black 90° Non-Dim 1.5

Weatherproof Flood Light – SMD, 45W 60W, IWF50



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWF51-070SU757BWNXX 70 240V 8400 70 5700K Black 60° Non-Dim 2.3

IWF51-070SU757BENXX 70 240V 8400 70 5700K Black 90° Non-Dim 2.3

IWF51-080SU757BWNXX 80 240V 9600 70 5700K Black 60° Non-Dim 2.3

IWF51-080SU757BENXX 80 240V 9600 70 5700K Black 90° Non-Dim 2.3

IWF51-100SU757BWNXX 100 240V 12000 70 5700K Black 60° Non-Dim 2.3

IWF51-100SU757BENXX 100 240V 12000 70 5700K Black 90° Non-Dim 2.3

Weatherproof Flood Light – SMD, 70W, 80W, 100W IWF51



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWF61-120SU757BNNXX 120 240V 13200 70 5700K Black 30° Non-Dim 5.0

IWF61-120SU757BMNXX 120 240V 13200 70 5700K Black 40° Non-Dim 5.0

IWF61-120SU757BWNXX 120 240V 13200 70 5700K Black 60° Non-Dim 5.0

IWF61-120SU757BENXX 120 240V 13200 70 5700K Black 90° Non-Dim 5.0

IWF61-150SU757BNNXX 150 240V 16500 70 5700K Black 30° Non-Dim 5.1

IWF61-150SU757BMNXX 150 240V 16500 70 5700K Black 40° Non-Dim 5.1

IWF61-150SU757BWNXX 150 240V 16500 70 5700K Black 60° Non-Dim 5.1

IWF61-150SU757BENXX 150 240V 16500 70 5700K Black 90° Non-Dim 5.1

IWF61-180SU757BNNXX 180 240V 19800 70 5700K Black 30° Non-Dim 5.2

IWF61-180SU757BMNXX 180 240V 19800 70 5700K Black 40° Non-Dim 5.2

IWF61-180SU757BWNXX 180 240V 19800 70 5700K Black 60° Non-Dim 5.2

IWF61-180SU757BENXX 180 240V 19800 70 5700K Black 90° Non-Dim 5.2

Weatherproof Flood Light – SMD, 120W, 150W, 180W IWF61



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWF61-200SU757BNNXX 200 240V 22000 70 5700K Black 30° Non-Dim 5.4

IWF61-200SU757BMNXX 200 240V 22000 70 5700K Black 40° Non-Dim 5.4

IWF61-200SU757BWNXX 200 240V 22000 70 5700K Black 60° Non-Dim 5.4

IWF61-200SU757BENXX 200 240V 22000 70 5700K Black 90° Non-Dim 5.4

IWF61-250SU757BNNXX 250 240V 27500 70 5700K Black 30° Non-Dim 5.4

IWF61-250SU757BMNXX 250 240V 27500 70 5700K Black 40° Non-Dim 5.4

IWF61-250SU757BWNXX 250 240V 27500 70 5700K Black 60° Non-Dim 5.4

IWF61-250SU757BENXX 250 240V 27500 70 5700K Black 90° Non-Dim 5.4

Weatherproof Flood Light – SMD, 200W, 250W IWF61



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWF70-300SU757BNNXX 300 240V 33000 70 5700K Black 30° Non-Dim 9.0

IWF70-300SU757BWNXX 300 240V 33000 70 5700K Black 60° Non-Dim 9.0

IWF70-300SU757BENXX 300 240V 33000 70 5700K Black 90° Non-Dim 9.0

IWF70-350SU757BNNXX 350 240V 38500 70 5700K Black 30° Non-Dim 9.0

IWF70-350SU757BWNXX 350 240V 38500 70 5700K Black 60° Non-Dim 9.0

IWF70-350SU757BENXX 350 240V 38500 70 5700K Black 90° Non-Dim 9.0

IWF70-400SU757BNNXX 400 240V 44000 70 5700K Black 30° Non-Dim 9.0

IWF70-400SU757BWNXX 400 240V 44000 70 5700K Black 60° Non-Dim 9.0

IWF70-400SU757BENXX 400 240V 44000 70 5700K Black 90° Non-Dim 9.0

Weatherproof Flood Light – SMD – 300W, 350W, 400W IWF70



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWF80-500SU757BNNXX 500 240V 50000 70 5700K Grey 30° Non-Dim 12.0

IWF80-500SU757BMNXX 500 240V 50000 70 5700K Grey 40° Non-Dim 12.0

IWF80-500SU757BWNXX 500 240V 50000 70 5700K Grey 60° Non-Dim 12.0

IWF80-500SU757BENXX 500 240V 50000 70 5700K Grey 90° Non-Dim 12.0

IWF80-750SU757BNNXX 750 240V 75000 70 5700K Grey 30° Non-Dim 20.0

IWF80-750SU757BMNXX 750 240V 75000 70 5700K Grey 40° Non-Dim 20.0

IWF80-750SU757BWNXX 750 240V 75000 70 5700K Grey 60° Non-Dim 20.0

IWF80-750SU757BENXX 750 240V 75000 70 5700K Grey 90° Non-Dim 20.0

IWF80-1000SU757BNNXX 1000 240V 100000 70 5700K Grey 30° Non-Dim 30.0

IWF80-1000SU757BMNXX 1000 240V 100000 70 5700K Grey 40° Non-Dim 30.0

IWF80-1000SU757BWNXX 1000 240V 100000 70 5700K Grey 60° Non-Dim 30.0

IWF80-1000SU757BENXX 1000 240V 100000 70 5700K Grey 90° Non-Dim 30.0

Weatherproof Flood Light – SMD – 500W, 750W, 1000W IWF80



Industrial

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

SMD, Lumiled / Osram / Bridgelux, SDCM <3

Features
• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

65

Standards Compliance
• IS 10322

• IS 15885 ( Part 2/Sec 13)

• EN 61000-3-2, Harmonics Current

• EN 61000-3-3, Voltage Fluctuations, Flicker

• EN 61000-4-5, Surge Immunity

• EN 61547, EMC

Weatherproof Street Light - SMD

Applications
• Industry, Ware-house, 

• Airport, Shopping Mall, Parking Lot,

• Sports Hall, 

6500K /5700K /3000K ( Default – 5700K)

>70  

140° x 60° PC Lens + Toughened Glass 

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Non dimmable - Inventronics

20/30/40/45     60/70/80/90W       100/120/150W     180/200/220/250W                     

IWS60                WS70                IWS71                     IWS72                                                     



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWS60-020SP757GONXX 20 240V 2200 70 5700K Grey 140°x60° Non-Dim 1.4

IWS60-030SP757GONXX 30 240V 3300 70 5700K Grey 140°x60° Non-Dim 1.4

IWS60-040SP757GONXX 40 240V 4400 70 5700K Grey 140°x60° Non-Dim 1.4

IWS60-045SP757GONXX 45 240V 4950 70 5700K Grey 140°x60° Non-Dim 1.4

Weatherproof Street Light – SMD – 20W, 30W, 40W, 45W IWS60

Pipe 40mm Dia-meter



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWS70-060SP757GONXX 60 240V 7200 70 5700K Grey 140°x60° Non-Dim 2.4

IWS70-070SP757GONXX 70 240V 8400 70 5700K Grey 140°x60° Non-Dim 2.4

IWS70-080SP757GONXX 80 240V 9600 70 5700K Grey 140°x60° Non-Dim 2.4

IWS70-090SP757GONXX 90 240V 10800 70 5700K Grey 140°x60° Non-Dim 2.4

Weatherproof Flood Light - SMD IWS70

Pipe 50mm Dia-meter



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWS71-100SP757GONXX 100 240V 12000 70 5700K Grey 140°x60° Non-Dim 2.6

IWS71-120SP757GONXX 120 240V 14400 70 5700K Grey 140°x60° Non-Dim 2.6

IWS71-150SP757GONXX 150 240V 18000 70 5700K Grey 140°x60° Non-Dim 2.6

IWS71-180SP757GONXX 180 240V 21600 70 5700K Grey 140°x60° Non-Dim 2.6

Weatherproof Flood Light - SMD IWS71

Pipe 50mm Dia-meter



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWS72-200SP757GONXX 200 240V 24000 70 5700K Grey 140°x60° Non-Dim 4.5

IWS72-240SP757GONXX 240 240V 28800 70 5700K Grey 140°x60° Non-Dim 4.5

Weatherproof Flood Light - SMD IWS72

Pipe 60mm Dia-meter



Industrial

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

SMD, Lumiled / Osram / Bridgelux, SDCM <3

Features
• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

65

Standards Compliance
• IS 10322

• IS 15885 ( Part 2/Sec 13)

Weatherproof  Well Glass – PC Diffuser

6500K / /5700K / 5000K / 3000K ( Default – 5700K)

>70  

PC Diffuser – Opal

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Non dimmable 

Applications
• Manufacturing Unit, Ware-house, 

• Airport Baggage Area,

• Parking Lot, Low Height Applications

20/30/35/40W                      60/70W                                       35/40W                      

IIWW60                             IWW70                                      IWW80                                          

https://ideallighting.in/industrial-outdoor/well-glass-family/smd-well-glass-iww80/


Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWW60-020SE757GDNXX 20 240V 2400 70 5700K Grey Diffused Non-Dim 1.5

IWW60-030SE757GDNXX 30 240V 3600 70 5700K Grey Diffused Non-Dim 1.5

IWW60-035SE757GDNXX 35 240V 4200 70 5700K Grey Diffused Non-Dim 1.5

IWW60-040SE757GDNXX 40 240V 4800 70 5700K Grey Diffused Non-Dim 1.5

Weatherproof Well Glass – SMD - PC Diffuser IWW60

Eye Bolt (Default)

M10 



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWW61-0205SE757GDNXX 20 240V 2400 70 5700K Grey Diffused Non-Dim 1.5

IWW61-030SE757GDNXX 30 240V 3600 70 5700K Grey Diffused Non-Dim 1.5

IWW61-035SE757GDNXX 35 240V 4200 70 5700K Grey Diffused Non-Dim 1.5

IWW61-040SE757GDNXX 40 240V 4800 70 5700K Grey Diffused Non-Dim 1.5

Weatherproof Well Glass – SMD - PC Diffuser + LILO IWW61

Eye Bolt (Default)

M10 



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWW70-060SE757GDNXX 60 240V 6000 70 5700K Grey Diffused Non-Dim 3.0

IWW70-070SE757GDNXX 70 240V 7000 70 5700K Grey Diffused Non-Dim 3.0

Weatherproof Well Glass – SMD - PC Diffuser IWW70

Eye Bolt (Default)

M10 



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWW71-060SE757GDNXX 60 240V 6000 70 5700K Grey Diffused Non-Dim 3.0

IWW71-070SE757GDNXX 70 240V 7000 70 5700K Grey Diffused Non-Dim 3.0

Weatherproof Well Glass – SMD - PC Diffuser + LILO IWW71

Eye Bolt (Default)

M10 



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWW60-035SE757GDNXX 35 240V 4200 70 5700K Grey Diffused Non-Dim 1.5

IWW60-040SE757GDNXX 40 240V 4800 70 5700K Grey Diffused Non-Dim 1.5

Weatherproof Well Glass – SMD - PC Diffuser IWW80

Eye Bolt (Default)

M10 



Industrial

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

SMD, Lumiled / Osram / Bridgelux, SDCM <3

Features
• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

65

Standards Compliance
• IS 10322

• IS 15885 ( Part 2/Sec 13)

Weatherproof Hand Lamp - SMD

6500K / 5700K / 5000K / 3000K ( Default – 5700K)

>70  

PC Diffuser - Opal

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 2.5Kv,

Non dimmable 

Applications
• Pathways, Corridor, Staircase,

• Wall Surface, Tunnels, Garden Wall 

30W                        

IWT10                                               



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

Weatherproof Bulk Head - SMD

IWT10-030SH765GDNXX 30 240V 3000 70 6500K Grey Diffused Non-Dim 1.5

IWB10



Industrial

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

SMD, Lumiled / Osram / Bridgelux, SDCM <3

Features
• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

65

Standards Compliance
• IS 10322

• IS 15885 ( Part 2/Sec 13)

Weatherproof Bulk Head - SMD

6500K / 5700K / 5000K / 3000K ( Default – 5700K)

>70  

PC Diffuser - Opal

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 2.5Kv,

Non dimmable 

Applications
• Pathways, Corridor, Staircase,

• Wall Surface, Tunnels, Garden Wall 

10W                                                    10W

IWB10                                                 IWB20                              



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

Weatherproof Bulk Head - SMD

IWB10-010SS757GDNXX 10 240V 900 70 5700K Grey Diffused Non-Dim 0.45

IWB10



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

Weatherproof Bulk Head - SMD

IWB20-010S757GDNXX 10 240V 900 70 5700K Grey Diffused Non-Dim 0.45

IWB20



COB Range

Weatherproof Industrial Luminaires

IK

07

IP

65



Industrial

Features
• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

65

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

COB,  Bridgelux / Citizen, SDCM <3

Standards Compliance
• IS 10322

• IS 15885 ( Part 2/Sec 13)

• EN 61000-3-2, Harmonics Current

• EN 61000-3-3, Voltage Fluctuations, Flicker

• EN 61000-4-5, Surge Immunity

• EN 61547, EMC

45W,  60W                                             80W, 90W, 100W                                                         

Applications
• Industry, Ware-house, Airport, 

• Shopping Mall, Parking Lot,

• Sports Hall, 

6500K / 5000K / 3000K ( Default-6500K)

>70  

60° / 90° / 120° , Optics: Borosilicate Lens

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Non dimmable/1-10V/DALI 

Normal                   LILO                Toggle Glass       

Weatherproof High Bay

IWH10                                                 IWH20



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWH10-045CE865BMNXX 45 240V 5400 70 6500K Black 60° Non-Dim 2.5

IWH10-045CE865BWNXX 45 240V 5400 70 6500K Black 90° Non-Dim 2.5

IWH10-045CE865BENXX 45 240V 5400 70 6500K Black 120° Non-Dim 2.5

IWH10-060CE865BMNXX 60 240V 7200 70 6500K Black 60° Non-Dim 2.5

IWH10-060CE865BWNXX 60 240V 7200 70 6500K Black 90° Non-Dim 2.5

IWH10-060CE865BENXX 60 240V 7200 70 6500K Black 120° Non-Dim 2.5

Weatherproof High Bay – Single COB IWH10

Eye Bolt (Default)

M10 

Toggle Glass

Replace X with G in product code



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWH11-045CE865BMNXX 45 240V 5400 70 6500K Black 60° Non-Dim 2.5

IWH11-045CE865BWNXX 45 240V 5400 70 6500K Black 90° Non-Dim 2.5

IWH11-045CE865BENXX 45 240V 5400 70 6500K Black 120° Non-Dim 2.5

IWH11-060CE865BMNXX 60 240V 7200 70 6500K Black 60° Non-Dim 2.5

IWH11-060CE865BWNXX 60 240V 7200 70 6500K Black 90° Non-Dim 2.5

IWH11-060CE865BENXX 60 240V 7200 70 6500K Black 120° Non-Dim 2.5

Weatherproof High Bay – Single COB - LILO IWH11

Eye Bolt (Default)

M10 

Toggle Glass

Replace X with G in product code



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWH20-080CE865BMNXX 80 240V 9600 70 6500K Black 60° Non-Dim 3.0

IWH20-080CE865BWNXX 80 240V 9600 70 6500K Black 90° Non-Dim 3.0

IWH20-080CE865BENXX 80 240V 9600 70 6500K Black 120° Non-Dim 3.0

IWH20-090CE865BMNXX 90 240V 10800 70 6500K Black 60° Non-Dim 3.0

IWH20-090CE865BWNXX 90 240V 10800 70 6500K Black 90° Non-Dim 3.0

IWH20-090CE865BENXX 90 240V 10800 70 6500K Black 120° Non-Dim 3.0

IWH20-100CE865BMNXX 100 240V 12000 70 6500K Black 60° Non-Dim 3.0

IWH20-100CE865BWNXX 100 240V 12000 70 6500K Black 90° Non-Dim 3.0

IWH20-100CE865BENXX 100 240V 12000 70 6500K Black 120° Non-Dim 3.0

Weatherproof High Bay – Single COB IWH20

Eye Bolt (Default)

M10 

Toggle Glass

Replace X with G in product code



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWH21-080CE865BMNXX 80 240V 9600 70 6500K Black 60° Non-Dim 3.0

IWH21-080CE865BWNXX 80 240V 9600 70 6500K Black 90° Non-Dim 3.0

IWH21-080CE865BENXX 80 240V 9600 70 6500K Black 120° Non-Dim 3.0

IWH21-090CE865BMNXX 90 240V 10800 70 6500K Black 60° Non-Dim 3.0

IWH21-090CE865BWNXX 90 240V 10800 70 6500K Black 90° Non-Dim 3.0

IWH21-090CE865BENXX 90 240V 10800 70 6500K Black 120° Non-Dim 3.0

IWH21-100CE865BMNXX 100 240V 12000 70 6500K Black 60° Non-Dim 3.0

IWH21-100CE865BWNXX 100 240V 12000 70 6500K Black 90° Non-Dim 3.0

IWH21-100CE865BENXX 100 240V 12000 70 6500K Black 120° Non-Dim 3.0

Weatherproof High Bay – Single COB - LILO IWH21

Eye Bolt (Default)

M10 

Toggle Glass

Replace X with G in product code



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWH22-080CE865BMNXX 80 240V 9600 70 6500K Black 60° Non-Dim 3.0

IWH22-080CE865BWNXX 80 240V 9600 70 6500K Black 90° Non-Dim 3.0

IWH22-080CE865BENXX 80 240V 9600 70 6500K Black 120° Non-Dim 3.0

IWH22-090CE865BMNXX 90 240V 10800 70 6500K Black 60° Non-Dim 3.0

IWH22-090CE865BWNXX 90 240V 10800 70 6500K Black 90° Non-Dim 3.0

IWH22-090CE865BENXX 90 240V 10800 70 6500K Black 120° Non-Dim 3.0

IWH22-100CE865BMNXX 100 240V 12000 70 6500K Black 60° Non-Dim 3.0

IWH22-100CE865BWNXX 100 240V 12000 70 6500K Black 90° Non-Dim 3.0

IWH22-100CE865BENXX 100 240V 12000 70 6500K Black 120° Non-Dim 3.0

Weatherproof High Bay – Multi COB IWH22

Eye Bolt (Default)

M10 

Toggle Glass

Replace X with G in product code



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWH23-080CE865BMNXX 80 240V 9600 70 6500K Black 60° Non-Dim 3.0

IWH23-080CE865BWNXX 80 240V 9600 70 6500K Black 90° Non-Dim 3.0

IWH23-080CE865BENXX 80 240V 9600 70 6500K Black 120° Non-Dim 3.0

IWH23-090CE865BMNXX 90 240V 10800 70 6500K Black 60° Non-Dim 3.0

IWH23-090CE865BWNXX 90 240V 10800 70 6500K Black 90° Non-Dim 3.0

IWH23-090CE865BENXX 90 240V 10800 70 6500K Black 120° Non-Dim 3.0

IWH23-100CE865BMNXX 100 240V 12000 70 6500K Black 60° Non-Dim 3.0

IWH23-100CE865BWNXX 100 240V 12000 70 6500K Black 90° Non-Dim 3.0

IWH23-100CE865BENXX 100 240V 12000 70 6500K Black 120° Non-Dim 3.0

Weatherproof High Bay – Multi COB - LILO IWH23

Eye Bolt (Default)

M10 

Toggle Glass

Replace X with G in product code



Industrial

Features
• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

65

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

COB,  Bridgelux / Citizen, SDCM <3

Standards Compliance
• IS 10322

• IS 15885 ( Part 2/Sec 13)

• EN 61000-3-2, Harmonics Current

• EN 61000-3-3, Voltage Fluctuations, Flicker

• EN 61000-4-5, Surge Immunity

• EN 61547, EMC

Applications
• Industry, Ware-house, Airport, 

• Shopping Mall, Parking Lot,

• Sports Hall, 

6500K / 5000K / 3000K

>70  

60° / 90° / 120° , Optics: Borosilicate Lens

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Non dimmable/1-10V/DALI 

120W,  150W, 180W                             200W, 220W                                                           

Weatherproof High Bay

Normal                   LILO                 Toggle Glass                           

IWH30                                            IWH40



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWH30-120CE865BMNXX 120 240V 14400 70 6500K Black 60° Non-Dim 5.0

IWH30-120CE865BWNXX 120 240V 14400 70 6500K Black 90° Non-Dim 5.0

IWH30-120CE865BENXX 120 240V 14400 70 6500K Black 120° Non-Dim 5.0

IWH30-150CE865BMNXX 150 240V 18000 70 6500K Black 60° Non-Dim 5.0

IWH30-150CE865BWNXX 150 240V 18000 70 6500K Black 90° Non-Dim 5.0

IWH30-150CE865BENXX 150 240V 18000 70 6500K Black 120° Non-Dim 5.0

IWH30-180CE865BMNXX 180 240V 22500 70 6500K Black 60° Non-Dim 5.0

IWH30-180CE865BWNXX 180 240V 22500 70 6500K Black 90° Non-Dim 5.0

IWH30-180CE865BENXX 180 240V 22500 70 6500K Black 120° Non-Dim 5.0

Weatherproof High Bay – Single COB IWH30

Eye Bolt (Default)

M10 

Toggle Glass

Replace X with G in product code



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWH31-120CE865BMNXX 120 240V 14400 70 6500K Black 60° Non-Dim 5.0

IWH31-120CE865BWNXX 120 240V 14400 70 6500K Black 90° Non-Dim 5.0

IWH31-120CE865BENXX 120 240V 14400 70 6500K Black 120° Non-Dim 5.0

IWH31-150CE865BMNXX 150 240V 18000 70 6500K Black 60° Non-Dim 5.0

IWH31-150CE865BWNXX 150 240V 18000 70 6500K Black 90° Non-Dim 5.0

IWH31-150CE865BENXX 150 240V 18000 70 6500K Black 120° Non-Dim 5.0

IWH31-180CE865BMNXX 180 240V 22500 70 6500K Black 60° Non-Dim 5.0

IWH31-180CE865BWNXX 180 240V 22500 70 6500K Black 90° Non-Dim 5.0

IWH31-180CE865BENXX 180 240V 22500 70 6500K Black 120° Non-Dim 5.0

Weatherproof High Bay- Single COB - LILO IWH31

Eye Bolt (Default)

M10 

Toggle Glass

Replace X with G in product code



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWH32-120CE865BMNXX 120 240V 14400 70 6500K Black 60° Non-Dim 5.0

IWH32-120CE865BWNXX 120 240V 14400 70 6500K Black 90° Non-Dim 5.0

IWH32-120CE865BENXX 120 240V 14400 70 6500K Black 120° Non-Dim 5.0

IWH32-150CE865BMNXX 150 240V 18000 70 6500K Black 60° Non-Dim 5.0

IWH32-150CE865BWNXX 150 240V 18000 70 6500K Black 90° Non-Dim 5.0

IWH32-150CE865BENXX 150 240V 18000 70 6500K Black 120° Non-Dim 5.0

Weatherproof High Bay – Multi COB IWH32

Eye Bolt (Default)

M10 

Toggle Glass

Replace X with G in product code



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWH40-200CE865BMNXX 200 240V 25000 70 6500K Black 60° Non-Dim 6.5

IWH40-200CE865BWNXX 200 240V 25000 70 6500K Black 90° Non-Dim 6.5

IWH40-200CE865BENXX 200 240V 25000 70 6500K Black 120° Non-Dim 6.5

IWH40-220CE865BMNXX 220 240V 27500 70 6500K Black 60° Non-Dim 6.5

IWH40-220CE865BWNXX 220 240V 27500 70 6500K Black 90° Non-Dim 6.5

IWH40-220CE865BENXX 220 240V 27500 70 6500K Black 120° Non-Dim 6.5

Weatherproof High Bay IWH40

Eye Bolt (Default)

M10 

Toggle Glass

Replace X with G in product code



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWH41-200CE865BMNXX 200 240V 25000 70 6500K Black 60° Non-Dim 6.5

IWH41-200CE865BWNXX 200 240V 25000 70 6500K Black 90° Non-Dim 6.5

IWH41-200CE865BENXX 200 240V 25000 70 6500K Black 120° Non-Dim 6.5

IWH41-220CE865BMNXX 220 240V 27500 70 6500K Black 60° Non-Dim 6.5

IWH41-220CE865BWNXX 220 240V 27500 70 6500K Black 90° Non-Dim 6.5

IWH41-220CE865BENXX 220 240V 27500 70 6500K Black 120° Non-Dim 6.5

Weatherproof High Bay – LILO IWH41

Eye Bolt (Default)

M10 

Toggle Glass

Replace X with G in product code



Industrial

Features
• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

65

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

COB,  Bridgelux / Citizen, SDCM <3

Standards Compliance
• IS 10322

• IS 15885 ( Part 2/Sec 13)

• EN 61000-3-2, Harmonics Current

• EN 61000-3-3, Voltage Fluctuations, Flicker

• EN 61000-4-5, Surge Immunity

• EN 61547, EMC

15W, 20W, 30W, 45W,                              15W, 20W, 30W, 45W

Applications
• Industry, Ware-house, Airport, 

• Shopping Mall, Parking Lot,

• Sports Hall, 

6500K / 5000K / 3000K ( Default-6500K)

>70  

Diffused – PC dome or  60°/90°/120° Borosilicate Lens 

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Non dimmable/1-10V/DALI 

LILO

Weatherproof Low Bay

PC Diffuser Lens 60°/90°/120°

IWL10                                                    IWL12        



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

Weatherproof Low Bay – Diffused IWL10

Eye Bolt (Default)

M10 

IWL10-015CE865GDNXX 15 240V 1575 70 6500K Grey Diffused Non-Dim 1.5

IWL10-020CE865GDNXX 20 240V 2100 70 6500K Grey Diffused Non-Dim 1.5

IWL10-030CE865GDNXX 30 240V 3150 70 6500K Grey Diffused Non-Dim 1.5

IWL10-045CE865GDNXX 45 240V 4725 70 6500K Grey Diffused Non-Dim 1.5

Toggle Glass

Replace X with G in product code



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

Weatherproof Low Bay – Diffused + LILO

237

130

240

IWL11

Eye Bolt (Default)

M10 

IWL11-015CE865GDNXX 15 240V 1500 70 6500K Grey Diffused Non-Dim 1.5

IWL11-020CE865GDNXX 20 240V 2000 70 6500K Grey Diffused Non-Dim 1.5

IWL11-030CE865GDNXX 30 240V 3000 70 6500K Grey Diffused Non-Dim 1.5

IWL11-045CE865GDNXX 45 240V 4500 70 6500K Grey Diffused Non-Dim 1.5

Toggle Glass

Replace X with G in product code



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

Weatherproof Low Bay – Lens 

237

130

240

IWL12

Eye Bolt (Default)

M10 

IWL12-015CE865GMNXX 15 240V 1800 70 6500K Grey 60° Non-Dim 1.5

IWL12-015CE865GWNXX 15 240V 1800 70 6500K Grey 90° Non-Dim 1.5

IWL12-015CE865GENXX 15 240V 1800 70 6500K Grey 120° Non-Dim 1.5

IWL12-020CE865GMNXX 20 240V 2400 70 6500K Grey 60° Non-Dim 1.5

IWL12-020CE865GWNXX 20 240V 2400 70 6500K Grey 90° Non-Dim 1.5

IWL12-020CE865GENXX 20 240V 2400 70 6500K Grey 120° Non-Dim 1.5

IWL12-030CE865GMNXX 30 240V 3600 70 6500K Grey 60° Non-Dim 1.5

IWL12-030CE865GWNXX 30 240V 3600 70 6500K Grey 90° Non-Dim 1.5

IWL12-030CE865GENXX 30 240V 3600 70 6500K Grey 120° Non-Dim 1.5

IWL12-045CE865GMNXX 45 240V 5400 70 6500K Grey 60° Non-Dim 1.5

IWL12-045CE865GWNXX 45 240V 5400 70 6500K Grey 90° Non-Dim 1.5

IWL12-045CE865GENXX 45 240V 5400 70 6500K Grey 120° Non-Dim 1.5

Toggle Glass

Replace X with G in product code



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

Weatherproof Low Bay – Lens + LILO

237

130

240

IWL13

Eye Bolt (Default)

M10 

IWL13-015CE865GMNXX 15 240V 1800 70 6500K Grey 60° Non-Dim 1.5

IWL13-015CE865GWNXX 15 240V 1800 70 6500K Grey 90° Non-Dim 1.5

IWL13-015CE865GENXX 15 240V 1800 70 6500K Grey 120° Non-Dim 1.5

IWL13-020CE865GMNXX 20 240V 2400 70 6500K Grey 60° Non-Dim 1.5

IWL13-020CE865GWNXX 20 240V 2400 70 6500K Grey 90° Non-Dim 1.5

IWL13-020CE865GENXX 20 240V 2400 70 6500K Grey 120° Non-Dim 1.5

IWL13-030CE865GMNXX 30 240V 3600 70 6500K Grey 60° Non-Dim 1.5

IWL13-030CE865GWNXX 30 240V 3600 70 6500K Grey 90° Non-Dim 1.5

IWL13-030CE865GENXX 30 240V 3600 70 6500K Grey 120° Non-Dim 1.5

IWL13-045CE865GMNXX 45 240V 5400 70 6500K Grey 60° Non-Dim 1.5

IWL13-045CE865GWNXX 45 240V 5400 70 6500K Grey 90° Non-Dim 1.5

IWL13-045CE865GENXX 45 240V 5400 70 6500K Grey 120° Non-Dim 1.5

Toggle Glass

Replace X with G in product code



Industrial

Features
• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

65

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

COB,  Bridgelux / Citizen, SDCM <3

Standards Compliance
• IS 10322

• IS 15885 ( Part 2/Sec 13)

• EN 61000-3-2, Harmonics Current

• EN 61000-3-3, Voltage Fluctuations, Flicker

• EN 61000-4-5, Surge Immunity

• EN 61547, EMC

Applications
• City Crossings, Area Lighting 

• Railways Yards, Shipping Yards

• Toll Plaza, Big Public Gathering, 

• Industries, Air Plane Docking Stations

6500K / 5000K / 3000K

>80  

30° / 60° / 90° / 120° , Optics: Borosilicate Lens

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Non dimmable / 1-10V / DALI 

Weatherproof Flood Light

45/60/80/100/120W                   140/150/160W                                180/200/220W                             250W 300/350/400W                                                                                

IWF10                                    IWF20                                                IWF21                          IWF22                                 IWF30



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWF10-045CU865BMNXX 45 240V 5400 70 6500K Black 60° Non-Dim 2.5

IWF10-045CU865BWNXX 45 240V 5400 70 6500K Black 90° Non-Dim 2.5

IWF10-045CU865BENXX 45 240V 5400 70 6500K Black 120° Non-Dim 2.5

IWF10-045CU865BONXX 45 240V 5400 70 6500K Black 120°x 60° Non-Dim 2.5

IWF10-060CU865BMNXX 60 240V 7200 70 6500K Black 60° Non-Dim 2.5

IWF10-060CU865BWNXX 60 240V 7200 70 6500K Black 90° Non-Dim 2.5

IWF10-060CU865BENXX 60 240V 7200 70 6500K Black 120° Non-Dim 2.5

IWF10-060CU865BONXX 60 240V 7200 70 6500K Black 120°x 60° Non-Dim 2.5

IWF10-080CU865BMNXX 80 240V 9600 70 6500K Black 60° Non-Dim 2.5

IWF10-080CU865BWNXX 80 240V 9600 70 6500K Black 90° Non-Dim 2.5

IWF10-080CU865BENXX 80 240V 9600 70 6500K Black 120° Non-Dim 2.5

IWF10-080CU865BONXX 80 240V 9600 70 6500K Black 120°x 60° Non-Dim 2.5

Weatherproof Flood Light    45W, 60W, 80W IWF10



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWF10-100CU865BMNXX 100 240V 12000 70 6500K Black 60° Non-Dim 2.5

IWF10-100CU865BWNXX 100 240V 12000 70 6500K Black 90° Non-Dim 2.5

IWF10-100CU865BENXX 100 240V 12000 70 6500K Black 120° Non-Dim 2.5

IWF10-100CU865BONXX 100 240V 12000 70 6500K Black 120°x 60° Non-Dim 2.5

IWF10-120CU865BMNXX 120 240V 14400 70 6500K Black 60° Non-Dim 2.5

IWF10-120CU865BWNXX 120 240V 14400 70 6500K Black 90° Non-Dim 2.5

IWF10-120CU865BENXX 120 240V 14400 70 6500K Black 120° Non-Dim 2.5

IWF10-120CU865BONXX 120 240V 14400 70 6500K Black 120°x 60° Non-Dim 2.5

Weatherproof Flood Light   100W, 120W, IWF10



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWF21-140CU865BMNXX 140 240V 16800 70 6500K Black 60° Non-Dim 2.5

IWF21-140CU865BWNXX 140 240V 16800 70 6500K Black 90° Non-Dim 2.5

IWF21-140CU865BENXX 140 240V 16800 70 6500K Black 120° Non-Dim 2.5

IWF21-140CU865BONXX 140 240V 16800 70 6500K Black 120°x 60° Non-Dim 2.5

IWF21-150CU865BMNXX 150 240V 18000 70 6500K Black 60° Non-Dim 2.5

IWF21-150CU865BWNXX 150 240V 18000 70 6500K Black 90° Non-Dim 2.5

IWF21-150CU865BENXX 150 240V 18000 70 6500K Black 120° Non-Dim 2.5

IWF21-150CU865BONXX 150 240V 18000 70 6500K Black 120°x 60° Non-Dim 2.5

IWF21-160CU865BMNXX 160 240V 19200 70 6500K Black 60° Non-Dim 2.5

IWF21-160CU865BWNXX 160 240V 19200 70 6500K Black 90° Non-Dim 2.5

IWF21-160CU865BENXX 160 240V 19200 70 6500K Black 120° Non-Dim 2.5

IWF21-160CU865BONXX 160 240V 19200 70 6500K Black 120°x 60° Non-Dim 2.5

Weatherproof Flood Light   140W, 150W, 160W IWF21



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWF22-180CU865BMNXX 180 240V 21600 70 6500K Black 60° Non-Dim 8.0

IWF22-180CU865BWNXX 180 240V 21600 70 6500K Black 90° Non-Dim 8.0

IWF22-180CU865BENXX 180 240V 21600 70 6500K Black 120° Non-Dim 8.0

IWF22-180CU865BONXX 180 240V 21600 70 6500K Black 120°x 60° Non-Dim 8.0

IWF22-200CU865BMNXX 200 240V 24000 70 6500K Black 60° Non-Dim 8.0

IWF22-200CU865BWNXX 200 240V 24000 70 6500K Black 90° Non-Dim 8.0

IWF22-200CU865BENXX 200 240V 24000 70 6500K Black 120° Non-Dim 8.0

IWF22-200CU865BONXX 200 240V 24000 70 6500K Black 120°x 60° Non-Dim 8.0

IWF22-220CU865BMNXX 220 240V 26400 70 6500K Black 60° Non-Dim 8.0

IWF22-220CU865BWNXX 220 240V 26400 70 6500K Black 90° Non-Dim 8.0

IWF22-220CU865BENXX 220 240V 26400 70 6500K Black 120° Non-Dim 8.0

IWF22-220CU865BONXX 220 240V 26400 70 6500K Black 120°x 60° Non-Dim 8.0

Weatherproof Flood Light  180W, 200W, 220W IWF22



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWF23-250CU865BMNXX 250 240V 30000 70 6500K Black 60° Non-Dim 8.0

IWF23-250CU865BWNXX 250 240V 30000 70 6500K Black 90° Non-Dim 8.0

IWF23-250CU865BENXX 250 240V 30000 70 6500K Black 120° Non-Dim 8.0

IWF23-250CU865BONXX 250 240V 30000 70 6500K Black 120°x 60° Non-Dim 8.0

Weatherproof Flood Light  250W, IWF23



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWF30-300CU865BNNXX 300 240V 36000 70 6500K Black 30° Non-Dim 14.0

IWF30-300CU865BMNXX 300 240V 36000 70 6500K Black 60° Non-Dim 14.0

IWF30-300CU865BWNXX 300 240V 36000 70 6500K Black 90° Non-Dim 14.0

IWF30-300CU865BENXX 300 240V 36000 70 6500K Black 120° Non-Dim 14.0

IWF30-350CU865BNNXX 350 240V 38500 70 6500K Black 30° Non-Dim 14.0

IWF30-350CU865BMNXX 350 240V 38500 70 6500K Black 60° Non-Dim 14.0

IWF30-350CU865BWNXX 350 240V 38500 70 6500K Black 90° Non-Dim 14.0

IWF30-350CU865BENXX 350 240V 38500 70 6500K Black 120° Non-Dim 14.0

IWF30-400CU865BNNXX 400 240V 44000 70 6500K Black 30° Non-Dim 14.0

IWF30-400CU865BMNXX 400 240V 44000 70 6500K Black 60° Non-Dim 14.0

IWF30-400CU865BWNXX 400 240V 44000 70 6500K Black 90° Non-Dim 14.0

IWF30-400CU865BENXX 400 240V 44000 70 6500K Black 120° Non-Dim 14.0

Weatherproof Flood Light   300W, 350W, 400W IWF30



Industrial

Features
• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

65

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

COB,  Bridgelux / Citizen, SDCM <3

Standards Compliance
• IS 10322

• IS 15885 ( Part 2/Sec 13)

• EN 61000-3-2, Harmonics Current

• EN 61000-3-3, Voltage Fluctuations, Flicker

• EN 61000-4-5, Surge Immunity

• EN 61547, EMC

6500K / 5000K / 3000K ( Default – 6500K)

>70  

140°x60°, 120°x60° Optics: Borosilicate Lens

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Applications
• Roadways, Pathways, Highways

• Industry, Ware-house, Airport, 

• Shopping Mall, Parking Lot,

• Sports Hall, 

Non dimmable/1-10V/DALI 

30W/45W       60/70/80/90W          100/120W                    150W                 180/200W                                

Weatherproof Street Light

IWS10                   IWS11                   IWS12.                      IWS20                    IWS21



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWF10-030CP865BONXX 30 240V 3600 70 6500K Black 140°x60° Non-Dim 1.2

IWF10-045CP865BONXX 45 240V 4800 70 6500K Black 140°x60° Non-Dim 1.2

Weatherproof Street Light  30W, 45W

Pipe 40mm Dia-meter

IWS10



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWS11-060CP865BONXX 60 240V 7200 70 6500K Black 140°x60° Non-Dim 2.5

IWS11-045CP865BONXX 70 240V 8400 70 6500K Black 140°x60° Non-Dim 2.5

IWS11-060CP865BONXX 80 240V 9600 70 6500K Black 140°x60° Non-Dim 2.5

IWS11-060CP865BONXX 90 240V 10800 70 6500K Black 140°x60° Non-Dim 2.5

Weatherproof Street Light   60W, 70W, 80W, 90W IWS11

Pipe 40mm Dia-meter



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWS12-100CP865BONXX 100 240V 12000 70 6500K Black 140°x60° Non-Dim 3.0

IWS12-120CP865BONXX 120 240V 14400 70 6500K Black 140°x60° Non-Dim 3.0

Weatherproof Street Light   100W, 120W, IWS12

Pipe 40mm Dia-meter



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWS20-150CP865BONXX 150 240V 18000 70 6500K Black 120°x60° Non-Dim 3.0

Weatherproof Street Light   150W IWS20

Pipe 40mm Dia-meter



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWS21-180CP865BONXX 180 240V 21600 70 6500K Black 120°x60° Non-Dim 3.0

IWS21-200CP865BONXX 200 240V 24000 70 6500K Black 120°x60° Non-Dim 3.0

Weatherproof Street Light   180W, 200W IWS21

Pipe 40mm Dia-meter



Industrial

Features
• Soft and comfortable light to relieve the fatigue of eyes.

• Excellent CRI for actual colour reproduction.

• Energy saving efficiency and low heat produce.

• AL die-cast housing for excellent heat management.
• 440V Protection for 2 Hrs with thermal foldback

• Quick installation, special design,

• Highly reliable professional design.

Options

IK

07

IP

65

Lifespan >50000h @ L80 B10

Ta: -10°C to 45°C

COB,  Bridgelux / Citizen, SDCM <3

Standards Compliance
• IS 10322

• IS 15885 ( Part 2/Sec 13)

• EN 61000-3-2, Harmonics Current

• EN 61000-3-3, Voltage Fluctuations, Flicker

• EN 61000-4-5, Surge Immunity

• EN 61547, EMC

6500K / 5000K / 3000K ( Default – 6500K)

>70  

PC / Glass Diffuser – Opal 

140-270VAC, 50Hz, PF>0.90, THD<10%, Surge DM 4Kv, CM 6Kv

Non dimmable/1-10V/DALI 

Applications
• Manufacturing Unit, Ware-house, 

• Airport Baggage Area,

• Parking Lot, Low Height Applications

15/20/30/45W                  60W                    15/20/30/45W                  60W                                       

Weatherproof  Well Glass

IWW10                          IWW20                          IWW12                      IWW22



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWW10-020CE865GDNXX 20 240V 2000 70 6500K Grey Diffused Non-Dim 1.5

IWW10-030CE865GDNXX 30 240V 3000 70 6500K Grey Diffused Non-Dim 1.5

IWW10-035CE865GDNXX 35 240V 3500 70 6500K Grey Diffused Non-Dim 1.5

IWW10-040CE865GDNXX 40 240V 4000 70 6500K Grey Diffused Non-Dim 1.5

Weatherproof Well Glass – PC Diffuser IWW10

Eye Bolt (Default)

M10 



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWW11-015CE865GDNXX 20 240V 2000 70 6500K Grey Diffused Non-Dim 1.5

IWW11-020CE865GDNXX 30 240V 3000 70 6500K Grey Diffused Non-Dim 1.5

IWW11-030CE865GDNXX 35 240V 3500 70 6500K Grey Diffused Non-Dim 1.5

IWW11-045CE865GDNXX 40 240V 4000 70 6500K Grey Diffused Non-Dim 1.5

Weatherproof Well Glass - PC Diffuser + LILO

C – Clamp ( Optional)

IWW11

Eye Bolt (Default)

M10 



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWW12-020CE865GDNXX 20 240V 2000 70 6500K Grey Diffused Non-Dim 1.5

IWW12-030CE865GDNXX 30 240V 3000 70 6500K Grey Diffused Non-Dim 1.5

IWW12-035CE865GDNXX 35 240V 3500 70 6500K Grey Diffused Non-Dim 1.5

IWW12-040CE865GDNXX 40 240V 4000 70 6500K Grey Diffused Non-Dim 1.5

Weatherproof Well Glass – Glass Diffuser

C – Clamp ( Optional)

IWW12

Eye Bolt (Default)

M10 



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWW13-020CE865GDNXX 20 240V 2000 70 6500K Grey Diffused Non-Dim 1.5

IWW13-030CE865GDNXX 30 240V 3000 70 6500K Grey Diffused Non-Dim 1.5

IWW13-035CE865GDNXX 35 240V 3500 70 6500K Grey Diffused Non-Dim 1.5

IWW13-040CE865GDNXX 40 240V 4000 70 6500K Grey Diffused Non-Dim 1.5

Weatherproof Well Glass – Glass Diffuser + LILO 

C – Clamp ( Optional)

IWW13

Eye Bolt (Default)

M10 



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWW20-060CE865GDNXX 60 240V 6000 70 6500K Grey Diffused Non-Dim 3.0

Weatherproof Well Glass - PC Diffuser    60W, 70W

C – Clamp ( Optional)

IWW20

Eye Bolt (Default)

M10 



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWW21-060CE865GDNXX 60 240V 6000 70 6500K Grey Diffused Non-Dim 3.0

Weatherproof Well Glass - PC Diffuser  + LILO   60W

C – Clamp ( Optional)

IWW21

Eye Bolt (Default)

M10 



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWW22-060CE865GDNXX 60 240V 6000 70 6500K Grey Diffused Non-Dim 3.0

Weatherproof Well Glass - Glass Diffuser    60W

C – Clamp ( Optional)

IWW22

Eye Bolt (Default)

M10 



Industrial

Product Code System

Power
(W)

Rated

Voltage
(V)

System 

Lumen

(Lm)

CRI

(Ra)

Color

Temp

(CCT)

Body 

Color

Beam

Angle

Diming Weight

(Kg)

Technical Data Dimensions

Distribution Curve

Custom Order

Mounting  Type

Light Color Light ControlSurface Color

All Dimensions are in mm
Tolerance ±5 mm

Accessories

IWW23-060CE865GDNXX 60 240V 6000 70 6500K Grey Diffused Non-Dim 3.0

Weatherproof Well Glass - Glass Diffuser + LILO    60W

C – Clamp ( Optional)

IWW23

Eye Bolt (Default)

M10 



1
Brand

2
Application

Type

3
Product

Type

45
Design / Size 

No

Code Type

I – ILST

Code  Type

W – Weatherproof

F  – Flame Proof

I   - Indoor

Code - Type

E – Eye Bolt

U – U Clamp

R - Recess

S – Surface

P – Pendent

T – Track

G – Ground Burial

Code  Type

N – No Dimming

T – Phase Cut

A – 0-10V

D – DALI

W – W-iFi

R – RF

B – BLE

Code – Type

05W - 005

12W - 012

18W - 018

24W – 024

32W – 032

Code   

Type

727

730

740

765

7DW

827

830

840

850

857

865

8DW

RGB

Code   Type

10 – Design No.1

11 - First Variant

12 – Second Variant

13 – Third Variant

20 – Design No.2

21 - First Variant

22 – Second Variant

23 – Third Variant

30 – Design No.3

31 - First Variant

32 – Second Variant

33 – Third Variant

Code   Type

P – ≤10°

N – ≤30°

M – ≤60°

W – ≤90°

E- ≤120°

S - ≤180°

D – Diffused

O - Oval

Code   Type

G - Grey

W - White

B - Black

S - SILVER

M – Mirror

G - Gold

FG Code  Formation

Code  Type

W – Well Glass

B – Bulkhead

C – Clean Room

F – Flood Light

S – Street Light

L – Low Bay

H – High Bay

R – RVL

P – Post Top

G- Ground Burial

U – Under Water

N - Navigation

I                    F                          W                            10

678
System 
Power

9
COB /
SMD

10
Mounting

111213
CRI/CCT

14
Hosing 
Color

15
Beam 
Angle

16
Dimming 

Type

1718
Extra

Model Code Option Code 

045            C                  R                    827                 G                   N                    N XX

Code  Type

XX – Standard

MS- Mild Steel

SS- Stainless Steel

AP-Asian Paint

Code – Type

C - COB

S – SMD
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302, Mayu Tower, Near Shyamal Row Houses,
Satellite, Ahmedabad, GU-380015. India
Mobile: +91(937)-618-1613
Email: rudresh@powercorporation.in, powercorporation1@gmail.com
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